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1

PLANTING AREAS ROTOTILL INTO TOP 8 INCHES OF SOIL, 4 CUBIC YARDS OF

FINE REDWOOD AMENDMENT AND 4 CUBIC YARDS OF

DIESTEL STRUCTURAL COMPOST PER 1,000 SQUARE FEET

OF AREA.

TREE AND SHRUBS

PLANTING HOLES BACKFILL MIX FOR PLANTING HOLES:

60% TOPSOIL

20% FINE REDWOOD AMENDMENT STABILIZED W/NITROGEN

(LYNGSO GARDEN MATERIALS)

20% DIESTEL STRUCTURAL COMPOST(LYNGSO GARDEN

MATERIALS)

BACKFILL MIX FOR RHODODENDRON, AZALEA, 

CAMELLIA, FERNS, AND DAPHNE PLANTING HOLES:

30% TOPSOIL

70% 'RHODODENDRON MIX' (LYNGSO GARDEN MATERIALS)

FERTILIZER TABLETS 21 GRAM, 20-10-5 (N-P-K) WITH CALCIUM, SULPHUR  AND 

IRON PER MANUFACTURER'S 

RECOMMENDATIONS AT THE FOLLOWING RATES:

5 GALLON 2 TABLETS

15 GALLON 6 TABLETS

36" BOX 12 TABLETS

48" BOX 14 TABLETS

SOIL CONDITIONING SPECIFICATIONS

1. CONTRACTOR TO PROVIDE RECEIPTS FOR SOIL AMENDMENT TO LANDSCAPE ARCHITECT

PRIOR TO PLANTING.

2. CONTRACTOR TO VERIFY THE LOCATION OF ALL UNDERGROUND UTILITIES PRIOR TO

CONSTRUCTION.

3. PROVIDE 3 INCH DEEP "MINI" BARK MULCH OVER ALL NEW SHRUB AND AREAS.

4. REFER TO THIS SHEET FOR PLANTING AND STAKING REQUIREMENTS.

5. ALL SHRUBS TO BE SET 1/2 THE DIMENSION OF THE SPACING FROM ADJACENT WALKS,

CURBS, AND WALLS UNLESS OTHERWISE SHOWN.

6. ALL EXISTING TREES TO REMAIN SHALL BE PROTECTED THROUGHOUT THE DURATION OF

THE CONSTRUCTION.

7. FINISH GRADING OF LANDSCAPE AREAS SHALL BE SMOOTH AND FLOWING.

8. SET PLANT CROWNS SLIGHTLY HIGHER THAN EXISTING GRADE TO ENSURE POSITIVE

DRAINAGE.

9. REMOVE ALL EXTRANEOUS MATERIAL FROM PLANTING AREA.

10. PRECAUTIONS SHALL BE TAKEN SO AS NOT TO DAMAGE EXISTING PAVING.

11. THOROUGHLY MIX ALL SOIL AMENDMENTS PRIOR TO PLANT PLACEMENT.

12. CONTRACTOR SHALL SUPPLY PLANTS OF SIZE SPECIFIED. IF CONTRACTOR IS UNABLE TO

LOCATE PLANT MATERIAL TYPE OR SIZE, CONTRACTOR SHALL NOTIFY THE LANDSCAPE

ARCHITECT.

13. FINAL LOCATIONS OF TREES SHALL BE APPROVED BY THE OWNER PRIOR TO PLANTING.

14. AT PROJECT FINAL 1) CONTRACTOR SHALL PROVIDE COPIES OF ALL PLANT ORDERS TO

LANDSCAPE ARCHITECT TO DOCUMENT ACTUAL VARIETIES DELIVERED, AND 2)

CONTRACTOR SHALL GUARANTEE ALL PLANT MATERIAL FOR ONE YEAR AFTER FINAL

ACCEPTANCE BY THE OWNER.

GENERAL PLANTING NOTES

Trees Size Width Depth

36" box 5'-0" square As Detailed

48" box 6'-0" square As Detailed

Shrubs Size Width Depth

5 gal 24" round As Detailed

15 gal 36" round As Detailed

24" box 36" round As Detailed

PLANT LIST


